
TECHNICAL SPECIFICATIONS

Tag weight and size 80g, 105 mm × 60 mm × 22 mm 

Radio frequency band 433.05 - 434.79 MHz

Belt Size Standard 40 mm belt

Tag’s peak emitted power 10 mW

Wireless data transfer rate 2.4 kbps

Wireless operating range 2-5 km

Battery life 10 years

Operating temperature −20 to 85°С

Ingress protection rating IP67

Number of tags supported unlimited

Tag calibration period 1 day

KEY HIGHLIGHTS:

Actionable insight to improve Farmer’s 

Earnings through real-time monitoring 

of oestrus and animal health

Real-time monitoring and 

remote tracking of cattle

Records activity profile, rumination 

profile, body & ambient temperature, etc.

Actionable timely alerts sent to farmer through 

SMS or email regarding general health, 

digestive health, lameness, and oestrus (heat)

FEATURES:

• Immediate signal from activity tag for   
 oestrus (heat) detection

• Individual collar-worn wireless activity   
 tag for cows

• Software for cow-related data processing   
 and in-browser visualisation

• Economical and robust

• Easy to operate

• Low maintenance cost

• In case of lost collar or ill cow, farm staff  
 is alerted immediately

• Activity plot preview determined by  
 the system




